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HS-ER 
 

HIGH FREQUENCY POKER VIBRATORS WITH INTEGRATED INVERTER 
 
Ease of use and high reliability are the trademarks of our new HS-ER pokers vibrator range. 
Designed for flooring concrete professionals who value safety, reliability and comfort. The HS-ER 
230V integrated invertor makes the machine ideal for projects where space limits the use of bigger 
separate convertors. The vibration handle eliminates 90% of the vibration that come into the body 
and provides adequate space for hand with safety-gloves. The HS-ER are built with the same high 
quality materials and expertise as the LHF and HS range of pokers providing the long life time and 
Lievers Holland well-known work performance.  
 

 
                                           HS-ER 

 
Most important features: 
 

 230V integrated convertor provides ease of use. Just plug in any 230V wall socket and go. 
 Protective residual current device (PRCD) protects operator for electrical danger. 
 LHF & HS build quality designed for long life times and use high tech solutions to realise this. 
 Brushless electric motor directly in vibrator bottle provides for non-stop working.  
 Only electrical wires in hose make the machine extremely flexible and lightweight. Ideal for 

reaching hard places through the concrete reinforcement mesh. 
 Machines are equipped with advanced vibration damper that increases the work comfort 
 Robust convertor stays near the wall socket and with 20 meter cable all demanding surfaces 

are within reach, without moving the convertor near wet concrete or unsafe areas. 
 The easy plug and go makes the HS-ER ideal for rental companies. 



 

 

Specifications: 

 
POKER 

HEAD Ø 
POKERHEAD 

LENGTH 
VIBRATIONS EFFECTIVE 

COMPACTION 
*** 

PRIMARY 
VOLTAGE 

PRIMARY 
CURRENT 

mm mm per min Ø cm V A 
Ø36 Short* 280 12.000 35 230V/1-phase/50Hz 6,4 

Ø36* 310 12.000 45 230V/1-phase/50Hz 6,6 
Ø50 Short* 320 12.000 55 230V/1-phase/50Hz 9,6 

Ø50* 370 12.000 65 230V/1-phase/50Hz 11,0 
Ø57 Short* 340 12.000 75 230V/1-phase/50Hz 12,1 

Ø57* 390 12.000 85 230V/1-phase/50Hz 13,2 
Ø65* 400 12.000 100 230V/1-phase/50Hz 15,2 

 

*    Also available with rubber tip 
**  Other voltages available on request. 
***  Effective compaction depends on the composition of concrete… 
 

 Standard delivered with 0.85 meter hose & 20 meter special wear resistant cable  
 Standard delivered with PRCD protection device  
 Custom lengths are available on request.  

 
 


